


loop gain (the ratio ofy to x, the output and input 
signals, respectively) is equal to the negative ratio 
of Rf to R in . In gain-switching function generators, 
the effective ratio of R f to Rin is changed as a 
function of the input voltage amplitude by the 
operation of voltage-controlled switches. This has 
the effect of changing the slope of the input-output 
curve each time a switch is operated. In the diode 
function generator, the effective value of Rin is 
usually changed (some functions can be generated 
by changing Rf). In the triode function generator, 
Rf is varied, whereas the triode-diode function 
generator combines both techniques. 

Diode Function Generator 
The general-purpose diode function generator 

uses an operational amplifier as a summing device 
to add several voltages in order to approximate 
some desired curve. These voltages may consist of a 
constant voltage, a linear voltage, and several 
piecewise linear voltages as a function of the input 
signal x. The piecewise linear terms result from the 
operation of biased diode switches that either 
connect or disconnect input resistors to voltage 
sources whose values are sums or differences of 
Vi and x. The Vi terms are constant voltages, or 
biases, of either polarity, which are added to make 
the diode switches operate at desired values of 
x; The slope of the output in any piecewise linear 
region may be defined by the ratio of to In 
terms of Fig. 2, this slope is equal to the negative 
ratio of Rf to Rin, where R in = R 1R2/(R2 - R 1 ); 

RI and R2 are the effective parallel combinations 
of input resistors from x and - x, respectively. 
At each value of x, at which a diode switch con­
nects or disconnects an input resistor Ri (one of 
several resistors in RI or R2), the slope of the output 
changes by the amount Rtf Ri . The direction of 
the change in slope depends on the polarity of 
the connections of the diode in question and on 
the polarity of its biased source. A combined 
biased diode and input resistor is necessary for 
each change in slope desired. 
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Fig. 2- Diagrarn of a diode function generator. 
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One of the major disadvantages of this function 
generator is that to generate a steep slope or a large 
change in slope, input resistors must be made 
small. However, because there is a minimum value 
allowable as a result of the limited current capa­
bilities of the amplifiers, there will be a limit on 
maximum slope and slope change. For most com­
mercial diode function generators the limit on 
slope change is between 5 and 20 volts per volt. 

Triode Function Generator 

Consistent with the function generators of its 
class, the triode function generator produces a 
piecewise linear output by changing abruptly the 
gain of an operational amplifier as a function of 
the input voltage. In this case, triode switches are 
used to change the feedback resistor. 

Operation of the triode switch is quite different 
from that of the diode switch. The triode switch 
is a simple triode amplifier driven from beyond 
cutoff to saturation. It approximates a single-pole, 
three-position, voltage-controlled switch because 
(1) its plate voltage is at ground when the tube is 
cut off, (2) it varies linearly with the input when 
it is conducting, and (3) it is clamped at -100 v as 
it approaches and after it reaches saturation. 

A diagram of the triode function generator is 
shown in Fig. 3. In this diagram, Al is a high-gain­
chopper, stabilized, DC amplifier whose third 
stage is one of the switching triodes T i in the second 
position. In this circuit, the plate of the switching 
triode acts as the output of the gain-controlled 
amplifier. Its voltage is equal to - (Rfi / R1) (x + Vi), 
where Vi is equal to RI multiplied by the sum 
of all currents flowing into the summing node of 
Al from fixed sources; i.e., Xo/ Ro - 100/ Rfl - ... 
100/ Rf i- 2 - 100/ Rfi- l . 

The switching triodes are controlled by the 
tapped divider Rd so that they operate sequentially. 
When x has its minimum value (Xmin), the plates 
of all switching triodes are at ground potential. 
When x is increased slightly, the triode TI whose 
grid has the most positive bias will start to conduct, 
and its plate will operate as the output of the gain­
controlled amplifier. When x is increased, this 
voltage will decrease linearly until it is clamped 
at -100 v. As x is increased infinitesimally beyond 
this point, the second triode switch will start to 
conduct and have its turn as the output stage. This 
procedure will continue as x increases until all 
triode switches have reached - 100 v. 

The output voltage y will be the sum of the 
voltages from the switches after they have been 
multiplied by the associated Ki factors. When x 
has its minimum value, y will equal 100 Ko. As x 
increases, y will vary with piecewise constant slopes 
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Fig. 3-Diagram of a triode function generator (in 
black), and showing (in color) the additional cir­
cui try required to make a triode-diode function 
generator. 

until all switches have been turned to -100 v. 
The slope of y will change each time a new triode 
saturates. The slope mi of the i tk segment is Ki 
(RJJ R i ), where K i may have any value between 
± 1 (see Fig. 4). The value of RJi is adjusted to 
determine the length of the ith linear segment of 
the output voltage. 

y 

Fig.4-Triode-function-generator output versus 
input. 
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This function generator has the advantage that 
very steep slopes can be generated by making K i 
unity and RJi large. By disconnecting RJi' the slope 
of the i tk segment will approach infinity, making 
it possible to generate discontinuous functions. 
This type of generator is also more convenient to 
adjust because the slope of each segment is in­
dependent of other segments. Some of the dis­
advantages are added complexity and the need 
for a special amplifier Ai. 

Triode-Diode Function Genera tor 

By combining the techniques used in the diode 
and triode function generators, additional slope 
changes may be obtained economically. This 
simply requires adding diode switches to the plates 
of the switching triodes (Fig. 3). The diode-con­
trolled input resistors may be connected manually 
to either amplifier A2 or A3. The purpose of these 
diode switches is to modify the slope of the triode 
segment to which they are slaved. The slope change 
that can be generated by the diode segments is 
again limited, but the slope of the triode segment 
may still range from zero to near infinity. 

The advantage of this function generator over 
the triode function generator is in the economy of 
obtaining additional line segments in the output. 
The cost is some loss of flexibility and an increase 
in setup time. 

To use the APL-designed triode-diode function 
generator with the analog computer requires 
only one input and two output connections. The 
latter go to the summing junctions of A2 and A3, 

which are standard computer amplifiers. Adjust­
ment of the unit to generate a given function is 
straightforward and consists merely of setting 
potentiometers and closing toggle switches. Given 
a set of desired breakpoints and slopes, a 20-seg­
ment output function can be set up and checked 
with a digital voltmeter in 15 minutes. 

The potentialities of the triode and the triode­
diode function generators are good because of 
their ability to generate steep slopes and the rela­
tive ease with which they may be adjusted. Errors 
due to drift, noise, and reduced bandwidth are 
generally slightly greater than for the diode func­
tion generator, depending somewhat on the func­
tion being generated. 

The principle of changing the feedback resistor, 
as used in the triode function generator, might 
easily be extended to equipment using transistor 
operational amplifiers. Here, the triodes could be 
replaced with common emitter amplifiers. In 
fact, both PNP and NPN transistors might be used 
with plus and minus reference voltages, making 
bipolar feedback possible. 
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