


displays, and printers, three hardware extensions to 
the Apple II computer are necessary. 

Braille Input. Braille is typed on a keyboard that 
has six keys and a space bar. Each key causes one of 
six possible dot positions in a braille character (cell) 
to be embossed. If the desired character has four 
raised dots, then four keys must be pressed simulta­
neously to type the character. This keying technique 
is quite unlike regular typing, in which only one key 
is pressed at a time. An extra circuit added to the Ap­
ple computer keyboard interface allows the simulta­
neous key pressing necessary for braille. The keys S 
D F J K L and the space bar are used to type braille. 
The system is designed to interpret any combination 
of S D F J K L pressed together as one braille cell. 

Braille Display. During editing and proofreading, 
braille text is displayed on the screen of the computer 
system in a format identical to a braille page. Each 
braille character is presented as a 2 x 3 pattern of 
dots. The screen holds up to 22 lines of 40 braille 
characters each. Braillists proofread their work visu­
ally. The braille computer display is much easier to 
read than the all-white embossed paper output of a 
regular brailler. The braille character display on the 
Apple II computer is accomplished by installing a 
small circuit module that contains a braille character 
generator. This gives the Apple II the ability to dis­
play all 63 braille cells in addition to regular (ASCII) 
characters. 

Braille Output. The final output from the word­
processing system must be embossed braille. Com­
mercial computer-controlled braillers are very expen­
sive ($20,000 and up) and bulky. A computer-con­
trolled brailler the size and price of an electric type­
writer was designed and fabricated, using the me­
chanical Perkins brailler as a major component. The 
working prototype produces high-quality braille at a 
rate of eight braille cells per second (one page every 
three minutes). The computer interface to the 
Perkins brailler is housed in a 1.25-inch extension to 
the base of the brailler. A flat cable coming out of the 
right side of the brailler connects to a communication 
board that plugs into the Apple computer. 

These three enhancements to the Apple II com­
puter, plus a powerful braille text-editing program, 
constitute the braille word-processing system. The 
system is small enough and inexpensive enough to be 
placed in the home of the volunteer braillist. 

Operation of the Braille Word Processor 
Most work is performed by interacting with a pow­

erful braille text editor (the same editor can be used 
in regular mode, if desired, to handle alphanumeric 
text). The system uses a simple command language 
that is consistent and easy to learn. To enter a braille 
document, the user brailles the letter I (the INSERT 
text command), and the system prompts with ? The 
braille text is then typed by striking any combination 
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of the six keys: S D F J K L. An empty cell is entered 
by pressing the space bar. The system interprets the 
combination of keys pressed together as one braille 
cell, and that cell is displayed in braille on the screen. 
If an error is made in entering a line, the backspace 
key may be used to reposition the cursor, and the cell 
may be retyped. When a line of braille is complete, 
the RETURN key is pressed to advance to the next 
line (another? sign prompt is given). Two consecu­
tive RETURN's terminate the insertion of text. 

After the braille text has been entered, editing 
commands make it easy to adjust the text and correct 
errors. The system can perform high-speed searches 
for strings of braille cells and can do local and global 
substitutions of one string of braille cells for another. 
Additionally, the powerful Modify command allows 
corrections for one line of braille to be entered by 
typing the corrections underneath the incorrect por­
tions of a displayed image of the line (it is not neces­
sary to reenter the correct portions). The Modify 
command can also be used to reposition the braille 
text on a line. This is very useful in brailling music, 
where one part must line up with another part or with 
the words of a song. 

When corrections are complete and an embossed 
copy is desired, a command causes the braille text to 
be transmitted to the modified Perkins brailler, 
where it is embossed at a rate of one page every three 
minutes. Braille texts may be stored on diskettes 
indefinitely and retrieved as needed for further revi­
sion or to emboss additional copies. With widespread 
use of braille word-processing systems, the diskettes 
themselves could be exchanged between braillists to 
allow them to share their resources. For example, 
computer-controlled braillers might be concentrated 
at one location. Individual braillists could mail disk­
ettes produced on individual braille word-processing 
systems to the central location for embossing as 
needed to serve the requests that come in. The disk­
ettes could be stored in the library rather than the 
bulkier paper copies. 

Conclusion 
Experience with the prototype braille word-pro­

cessing system, in the hands of an expert music brail­
list, has shown that it greatly increases the productiv­
ity of the braille transcription process. Copy mistakes 
are a thing of the past. Word processing also facili­
tates experimentation with alternative approaches to 
brailling a complicated passage. With little additional 
effort, several different solutions may be tried, and 
one eventually selected. With word-processing sys­
tems, braille transcribers will be able to meet many 
more needs of the visually handicapped than they can 
today. 
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